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Table III. Typical Mechanical Properties of DuPont™ Nomex® 926

Property Typical Value Test Method

Nominal Thickness, 
      mm
      mil

0.057
2.12

ASTM D374¹

Basis Weight, g/m² 40.0 ASTM D646

Density, g/cc 0.71 ASTM D646

Tensile Strength, N/cm
      MD
      XD

42.0
17.0

ASTM D828

Elongation, %
      MD
      XD

10.8
6.2

ASTM D828

Initial Tear Strength, N
      MD
      XD

12.4
5.8

ASTM D1004²

Shrinkage @ 300°C, %
      MD
      XD

1.23
0.01

MD = machine direction; XD = cross direction
1. Except 12.6 psi foot pressure is applied.
2. �Data presented for initial tear strength is listed in the direction of the sample, per ASTM D1004.  

The tear is actually 90 degrees to the sample direction; therefore, for papers with a higher reported 
machine direction initial tear strength, the paper will be tougher to tear in the cross direction. 

Table IV. Effect of Mineral Oil Impregnation on Typical Mechanical Properties of DuPont™ Nomex® 926

Property Nomex® 926 
0.05 mm (2 mil)
@ 23°C, 50% RH

Nomex® 926
0.05 mm (2 mil)

Impregnated in Mineral Oil

Tensile Strength, N/cm
      MD
      XD

42.0
17.0

48.7
20.4

Elongation, %
      MD
      XD

10.8
6.2

5.3
3.8

MD = machine direction; XD = cross direction

Mechanical Properties
The typical mechanical property values of 
DuPont™ Nomex® 926 are shown in Table III.  
The data in Table IV show the impact of 
impregnation of mineral oil on the mechanical 
properties of Nomex® 926.

Thermal Properties
The thermal capability of Nomex® brand 
papers and pressboards in liquid immersed 
transformers has been well documented in 
industry publications. Single-point aging 
studies have shown that Nomex® 926 has aging 

characteristics not significantly different from 
Nomex® 410 — 0.05 (2 mil) paper in mineral 
oil. Therefore, extensive long-term aging 
studies are unwarranted and not planned for 
this product.

The thermal conductivity of Nomex® 926 paper 
in mineral oil has not yet been tested; however, 
based on testing for other Nomex® thin papers, 
it is expected to be similar to papers used for 
wrapping conductors.
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The properties in this data sheet are average values and should not be used as specification limits. Unless otherwise noted, all 
properties were measured in air under “standard” conditions (in equilibrium at 23°C, 50% relative humidity). Note that, like other 
products of papermaking technology, Nomex® papers have somewhat different properties in the papermaking machine direction (MD) 
compared to the cross direction (XD). In some applications it may be necessary to orient the paper in the optimum direction to obtain its 
maximum potential performance.

Product safety information is available upon request. This information corresponds to our current knowledge on the subject. It is offered 
solely to provide possible suggestions for your own experimentations. It is not intended, however, to substitute for any testing you may 
need to conduct to determine for yourself the suitability of our products for your particular purposes. This information may be subject 
to revision as new knowledge and experience become available. Since we cannot anticipate all variations in actual end-use conditions, 
DUPONT MAKES NO WARRANTIES AND ASSUMES NO LIABILITY WHATSOEVER IN CONNECTION WITH ANY USE OF THIS INFORMATION. 
Nothing in this publication is to be considered as a license to operate under or a recommendation to infringe upon any trademark or 
patent right.

Copyright © 2016 DuPont. All rights reserved. The DuPont Oval Logo, DuPont™ and Nomex® are trademarks or registered 
trademarks of E.I. du Pont de Nemours and Company or its affiliates.  K-16446 (04/16)

For more information about DuPont™ Nomex® or for  
global product support, contact us in your region:

USA & Canada 

1-800-931-3456  

nomexpaper.dupont.com/contact

Latin America 

01-800-849-7514  

nomex.dupont.com.mx/contact

Brazil 

+0800-17-17-15  

nomex.dupont.com.br/contact

United Kingdom 

es.nomex.co.uk/contact

Germany 

es.nomex.de/kontakt

Japan 

+81-3-5521-2801  

dtpjc542.securesites.net/contact.php

Greater China 

+86-400-8851-888  

nomex.com/paper/cn/contact

India 

+91 1800-419-0899  

nomexpaper.dupont.co.in/contact 

Korea 

+82 2-2222-5220 

Singapore 

+65 6586-3688 

Thailand 

+662 659-4000 

nomexpaper.dupont.com


